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	LES DIFFÉRENTS TYPES D’ÉCRITS…


· Les écrits pour faire, pour fabriquer :
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BAG 352151 XBBOB FRONT UPPER ARM BALL JOINT (2] 355250 ALU WHEEL AXLE - HARD COATED (2)
352181 XB8OS STEEL ARM BUSHING (2)
352212 XB308 COMPOSITE CASTER BLOCK 10° RIGHT 901504  HEXSCREW SBMS«d (10)
352222 XB808 COMPOSITE CASTER BLOCK 10° LEFT 902316 HEXSCREW SHM316 (10)
352252 X808 COMPOSITE STEERING BLOCK RIGHT 902325 HEKSCREW SHM3:25 (10]
352262 XB808 COMPOSITE STEERING BLOCK LEFT 902414 HEXSCREW SHMdx14 (10)
352299 X880 STEEL STEERING BUSHING (2) 902418 HEXSCREW SHMAx18 (10]
352621 ADJ. TURNBUCKLE MS L/R 58 MM - HUDY SPRING STEEL (2) 940814 HIGH.SPEED BALLBEARING 8x1 4x4 BLUE COVERED (2)
353160 MOUNTING BALL 6.8 (4) 941319 HIGH-SPEED BALLBEARING 13x19x4 BLUE COVERED (2)
353170  PVOTBALL 6.8 (4] 960030  NUTMS (10)
355211 XB30B CVD DRIVE AXLE - HUDY SPRING STEEL™ 980263  PIN2543 (10)
355221 XB3OB CVD UNIVERSAL DRIVE SHAFT - HUDY SPRING STEEL™ 980317 PN37 (10)
355237  XB30B CVD DRIVE SHAFT COUPLING - HUDY SPRING STEEL
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The standord coster block features

10° caster ongle and together with
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Une notice de montage
